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HUMBOLDT:

Sai Top Quick Sta Guide

Thank you for purchasing the Sai Top Airflow Atomizer! The Sai TAF is a fully customizable 22mm cannabis concentrate
atomizer. Complete with both adjustable top and bottom airflow, as well as over 15 coil options.

Sai Components Using Your Sai
Set your mod to the proper settings for the coil you're using

Load a small amount of concentrate into your coil, near the center
Inhale while pressing and holding the fire button
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Tips
Use a pulsing pattern when using wattage mode to prevent burn-
ing your product

Loading a small amount of concentrate will reduce reclaim
Store your Sai upright to prevent leaking
Lubricate 0-rings with a food-grade oil

Coil Wattage | Temp | Temp (F)
Control
Ceramic Donut 8-15 Ni 320-420
Triple Titanium 15-25 Ti 350-450
w/ Quartz
Getting Started Triple Titanium | 15-25 Ti | 350-450
= Select a compatible sub-ohm capable 510-thread box mod géfll?ﬁ:rﬁﬁﬁmlc 1525 Ti 350-450
= Ensure you know how to change the settings on your mod [temp, temp con- Miracle A 7-15 N/A N/A
trol, wattage) Miracle B 7-15 N/A N/A
o : : Kanthal w/ 15-25 N/A N/A
= Dry fire all new coils to burn off any residue Qiiditz
Kanthal w/Black 15-25 N/A N/A
. Ceramic
Setting Up tmmKanthalw/ | 15-25 | N/A N/A
. . Quartz
= Screw the Sai cIockYnse onto your'mod ' torn lentialn] | B A A
= Adjust the bottom airflow by rotating the ring around BlaickCarsmiie
the base of the atomizer Stainless Steel 15-25 SS 360-420
= Adjust the top airflow, or block it off if not using a gé?n"lzgtSZSteel 5 5= S
bucket coil, by rotating the ring around the cap of the w/ Black Ceramic
atomizer 4mm Stainless 15-25 SS 360-420
Steel w/ Quartz
4mm Stainless 15-25 SS 360-420
Steel w/Black
Ceramic
Flattened AVS 13-20 SS 360-420
Coil
Titanium Bucket 20-28 Ni 375-450
Quartz Bucket 20-28 Ni 375-450
TAF Flattened 13-20 SS 360-420
AVS Coil

Customer Service Hours: 9am-2pm PST: (707)798-6328 | Tech Support: 844-0IL-COIL | Email: humboldtvapetech@gmail.com



